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M Environment
Conditions
Sound Analyzer
Microphone

Mic Calibrator
Data Logger

[ ing Methodology

Manufacturer
M | Number

Air Flow Rate

Accuracy of Air Flow Rate

Repeatability error
Static pressure
Overall Dimensions
Power Source

Based on Standards

Pressure at 25
dB(A)

Airflow at 25 dB(A)

P (mmAqQ)

Q (CFM)

1.41

39.23

SECTION A: Noise Testing Equipment

Hemi-Anechoic Chamber with 6 dB(A) noise floor
25(+2) degrees Celsius, 40-50% humidity

Bruel & Kjaer 2270-S G4 & 2250-L G4

Bruel & Kjaer Type 4955-A

Bruel & Kjaer Type 4231

Picoscope TC-08

Cybenetics Phi Fan Performance Standard

SECTION B: Fan Testing Instrument Technical Specifications

Long Win Science & Technology Corporation

LW-9266

2.4 - 250 CFM

< 3.5% INFS

<2%

0-20mmAq (100mmAgq with the high static pressure throttle device)

0.7 (W) x 2.2 (L) x 1.6 (H) m

220VAC, 5A, Single Phase, 50/60Hz

ISO 5801-2007, AMCA 210-0, ASHRAE 51-2007, IEC 61591-2005, GB/T 1236-200

SECTION C: PHI Performance Levels
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https://www.cybenetics.com/data/Cybenetics%20Fan%20%E6%B5%8B%E8%AF%95%20Protocol_en.pdf

SECTION D: Information about DUT

Product Identification Details

Brand 1

m ! NF-F12
Serial Number -

Product Specifications

Manufacturer-Provided Information

Bearing SS02
Connector PWM

Cable length (mm) 200
Daisy-chain 0 ne

RGB Connector 0 ne

RGB Daisy-chain 0 ne
Cybenetics Measurements

Max Speed (RPM) 1535

Max Airflow (CFM) 45.73

Max Static Pressure (mmAQ) 1.83

Max 111 Level (dBA) 28.60

Fan Max Current (A) 0.08

Fan Weight (gr) 300
Dimensions (W x H x D) 120mm x 120mm x 25mm
Cybenetics [I] ing Information

Lab ID NC12000018
Date of receipt -

[ ing Date N

Report Issued Date Apr 28, 2023
Engineer Name Georgios Theodoros Sarimpalas
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SECTION E: Long Win LW-9266 - Pressure and Airflow

PQ Chart - All Speeds Speed Setting | Max Airflow (CFM) | Max Static Pressure (mmAq) | Fan Speed (RPM) | Max Power (W)
0.10 139 0.22

Static pressure against airflow, one curve per speed step

10% -0.08
2.00
20% 0.15 -0.01 300 0.25
30% 4.24 0.10 441 - 451 0.29
3
E 40% 12.47 0.27 608 - 641 0.32
s 50% 20.41 0.49 753 - 802 0.38
2
& 60% 25.57 0.72 890 - 965 0.47
¢
@ 70% 31.96 0.96 1020 - 1116 0.56
80% 37.33 1.25 1145 - 1261 0.67
100%
. o p o 0 w0 90% 41.69 1.53 1255 - 1406 0.79
Airflow (CFM) 100% 45.73 1.83 1370 - 1543 0.94
PQ Chart 10% Airflow (CFM) Static Pressure (mmAq) Fan Speed (RPM) Current (A) Power (W)
Static pressure and fan speed against airflow
—— Static pressure - - - Fan speed 0.00 -0.09 139 0.018 0.22
1.0 140
0.10 -0.10 139 0.018 0.22
g . 0.10 -0.10 139 0.018 0.22
= E
s 2 0.10 -0.08 139 0.018 0.22
2 D T e T . §
8 5 0.10 -0.09 139 0.018 0.22
Q o
L2 =
g = 0.10 -0.09 139 0.018 0.22
0.10 -0.09 139 0.018 0.22
0.0 138
0.0 0.0 0.0 0.1 0.1 0.1 0.10 -0.09 139 0.018 0.22
Airflow (CFM)
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PQ Chart 20% Airflow (CFM) Static Pressure (mmAq) Fan Speed (RPM)

Static pressure and fan speed against airflow

Static pressure - - - Fan speed 0.00 -0.02 0.021 0.25
1.0 302
0.15 -0.02 300 0.020 0.24
g . 0.15 -0.02 300 0.020 0.24
: g
° o 0.15 -0.01 300 0.020 0.24
2 e L PP T EE . 300 8
g 3 0.15 -0.02 300 0.020 0.24
0
o <
g = 0.15 -0.02 300 0.020 0.24
0.15 -0.02 300 0.020 0.24
0.0 298
0.0 0.0 0.0 0.1 0.1 0.1 0.1 0.1 0.2 0.15 -0.03 300 0.020 0.24

Airflow (CFM)

PQ Chart 30% Airflow (CFM) Static Pressure (mmAq) Fan Speed (RPM)

Static pressure and fan speed against airflow

Static pressure - - - Fan speed 0.024 0.29
0.12 455
0.66 0.08 443 0.024 0.29
__ 010 e
g P 450 1.26 0.06 449 0.024 0.29
E 008 R, —gen g
° > AN JPrtaat 2 1.85 0.06 446 0.024 0.29
? 006 S 445 g
8 3 2.45 0.03 446 0.024 0.29
o .- T
o 004 _.-- 2
(‘% 440 = 3.04 0.02 448 0.024 0.29
0.02
3.64 0.01 450 0.024 0.29
0.00 435
0 1 2 3 4 5 4.24 0.00 451 0.024 0.29
Airflow (CFM)
PQ Chart 40% Airflow (CFM) Static Pressure (mmAq) Fan Speed (RPM)
Static pressure and fan speed against airflow
Static pressure - -~ Fan speed 0.027 0.32
0.30 660
1.80 0.22 614 0.027 0.32
025
< 3.57 0.17 619 0.026 0.31
E o2 Bt . 640 B
° e ° 5.42 0.10 625 0.026 0.31
2 015 T e 8
¢ ’_,,-—"' 5 7.17 0.06 630 0.026 0.31
o 010 e 620 2
g P = 8.93 0.03 638 0.026 0.31
005 _.-=""
10.71 0.02 641 0.026 0.31
0%, 2 4 6 8 10 12 14°% 12.47 0.01 640 0.026 031

Airflow (CFM)
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PQ Chart 50% Airflow (CFM) Static Pressure (mmAQq) Fan Speed (RPM)

Static pressure and fan speed against airflow
Static pressure - -~ Fan speed 0.00 0.49 0.032 0.38
0.50 4, 820

\ 2.92 0.38 763 0.032 0.38
0.40 —et
""" 0.29 771 0.031 0.37

g '\ et e ecmmees . 800 . 5.84 . . .
£ -~ g
o 0.30 e o s 8.73 0.17 784 0.031 0.37
2 g 780 g
£ 020 2 11.67 0.10 799 0.030 0.36
o ° £
® PPt \ 760 = 14.63 0.07 802 0.030 0.36
® o010, " —
.\.\ 17.55 0.05 799 0.030 0.36
0.00 o 740
0 2 5 7 10 12 15 17 20 22 20.41 0.00 799 0.030 0.36
Airflow (CFM)
PQ Chart 60% Airflow (CFM) Static Pressure (mmAq) Fan Speed (RPM)
Static pressure and fan speed against airflow
—— Static pressure - - - Fan speed 0.039 0.47
0.80 1000
. 3.66 0.56 905 0.038 0.46
T o060 \ . 7.21 0.40 919 0.037 0.44
E ’ LTI R o 950 B
5 \ . “ 10.96 0.27 937 0.036 0.43
2 040 T 8
g \ 3 14.44 0.16 956 0.035 0.42
a P o
o PP 0 900 2
2 o200 \ = 18.12 0.15 955 0.035 0.42
0—_______,____-‘\.
\ 21.91 0.11 954 0.035 0.42
0.00 . 850
0 5 10 15 20 25 30 25.57 0.01 965 0.035 0.42
Airflow (CFM)
PQ Chart 70% Airflow (CFM) Static Pressure (mmAq) Fan Speed (RPM)
Static pressure and fan speed against airflow
—— Static pressure - - - Fan speed 1020 0.047 0.56
100, 1150
4.58 0.76 1037 0.045 0.54
~ 080 \
g “ JPUT 9.02 0.54 1060 0.044 0.53
E \ JUCEE SRR ————rt ---eT 1100 &
s 060 o 8 13.73 0.37 1084 0.043 0.52
5 - e a
4 > o
£ a0 L . 3 17.92 0.27 1102 0.041 0.49
g ~— s 2258 0.25 1097 0.042 0.50
T " — . . . . .
B o020 _-enT \

T '\ 27.21 0.13 1104 0.041 0.49
° 1000

0 5 10 15 20 25 30 35 31.96 0.00 1116 0.041 0.49
Airflow (CFM)
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PQ Chart 80% Airflow (CFM) Static Pressure (mmAQq) Fan Speed (RPM)

Static pressure and fan speed against airflow

—— Static pressure - - - Fan speed 0.00 1145 0.056 0.67
1.40 1300
120" 5.14 0.97 1168 0.054 0.65
£l 1.00 \ et __,._——”‘—— 1250 10.60 0.67 1195 0.052 0.62
T L 5 - Sese--m=on by
3 .- B
® 080 \ St 2 15.39 0.47 1223 0.050 0.60
2 o 1200 g
£ os0 ~ \ 3 20.87 0.35 1252 0.048 0.58
o et - <
g 0.40'/,,— \.—_.\ 150 26.31 0.36 1238 0.049 0.59
0.20 0\ 31.85 0.17 1245 0.049 0.59
0'000 5 10 15 20 25 30 N 401100 37.33 0.00 1261 0.047 0.56

Airflow (CFM)

PQ Chart 90% Airflow (CFM) Static Pressure (mmAq) Fan Speed (RPM)

Static pressure and fan speed against airflow

—— Static pressure - - - Fan speed 1255 0.066 0.79
1.75 1500
150° 5.70 1.21 1283 0.064 0.77
g 1 \ . . 11.89 0.82 1316 0.061 0.73
£ I 1400 2
° 100 \ B L e .{.‘é’n 17.02 0.61 1348 0.059 0.71
2 . eT g
3 < -
g o /’,\\ 3 23.12 0.44 1382 0.056 0.67
o . 1300 2
g 0.50 e \. = 29.35 0.42 1371 0.057 0.68

1383 0.056 0.67

'\ 35.58 0.19
0 1200

0 10 20 30 40 50 41.69 -0.01 1406 0.054 0.65
Airflow (CFM)

PQ Chart 100% Airflow (CFM) Static Pressure (mmAq) Fan Speed (RPM)

Static pressure and fan speed against airflow
1370 0.078 0.94

~— Static pressure - - - Fan speed
2.00 1600

. 6.20 1.48 1397 0.075 0.90

150 \ 13.06 1.01 1439 0.071 0.85

i

< .-

E R 1500 &

£ .- >

° \ e 8 18.55 0.73 1476 0.068 0.82

2 100 o 2

8 TN 5 25.37 0.57 1512 0.065 0.78

o e T~ 1400 2

g 0504--""" '\-\ = 32.33 0.52 1500 0.066 0.79
\ 39.07 0.28 1514 0.065 0.78

0.00 . 1300

0 10 20 30 40 50 45.73 0.00 1543 0.062 0.74
Airflow (CFM)

Cybenetics - Noctua NF-F12 - Test Report - Page 7 / 11



SECTION F: General Performance

Fan Percentage RPM LongWin Fan Percentage CFM

Speed Percentage - Speed RPM - LongWin CFM

Noctua NF-F12 Cybhenatics

Noctua NF-F12 Cybenetics
Lower is better Higheris better

Fan Percentage Pressure Fan Percentage Power

Static Presure
Noctua NF-F12 Cybhenatics

Higher is better

Power Consumption
Noctua NF-F12 Cybenctics

Lower is better

0%: 0.1mmAq

-.27mmAq
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Fan Percentage Amps

Amperes

Noctua NF-F12 Cvbenetics

Lower is better

Fan Speed Noise

Speed - Noise
Noctua NF-F12 Cyhanatics
Lower is better
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Fan Percentage Noise

Speed Percentage - Noise

Noctua NF-F12 Cvbenetics

Lower is better

Fan Noise Speed

Noise - Speed RPM

Noctua NF-F12 Cyvbhanatics

Lower is better




SECTION G: Uncertainty

Fan Performance Uncertainty Estimation

General Statement

Measurement uncertainty associated with the reported results was evaluated and estimated in accordance with JCGM 100:2008 (Guide to the Expression of Uncertainty in Measurement — GUM) and
ISO/IEC 17025:2017, Clauses 7.6 and 7.2.

The uncertainty budget accounts for all significant identified contributors arising from the measurement process, instrumentation, test conditions, and operator interaction.

The reported expanded uncertainty U is obtained by multiplying the combined standard uncertainty uc by a coverage factor k = 2, corresponding to a confidence level of approximately 95 %, assuming a

normal probability distribution.

Unless otherwise stated, the reported uncertainty applies only to the specific measurements performed and does not include long-term drift, aging effects, or future environmental changes.

Expanded Measurement Uncertainty by Measurement Type

Measurement Expanded Uncertainty U (k=2, norm)
Fan Air Flow +1.23176 % of reading (k=2) — e.g. £3.69 CFM at 25 CFM, *4.29 at 92 CFM, +7.15 at 250 CFM
Fan Static Pressure +0.6727 Pa

Air flow uncertainty is relative to the reading: U(Q) = 2:v[(1.8200)2 + (0.0123176-Q)2] CFM, valid over the declared measuring range 2.4 - 250 CFM.

The reported static pressure uncertainty applies over the 0 - 20 mmAq (0 - 196.1 Pa) measuring range of the Long Win LW-9266 apparatus. The apparatus can be extended to 100 mmAq (981 Pa) with the
high static pressure throttle device; the uncertainty of that extended range has not been separately verified and the value stated above does not apply to it.
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