Cybenetics - www.cybenetics.com/evaluations/psus/2957/

Cybenetics - Gamer Storm PS650G - Test Report - Page 1/ 23

y

GavEr STORM’

Gamer Storm PS650G

D:l -
Lab ID GA65002957
Certification ID 252957

Test Result Report ID: 25PS2957A
Certificate Issue Date: Sep 11, 2025

115V

AN\
CYBENETICS

115V 230V

CYBENETICS

Scheme: ETA-EMI PSU

CYBENETICS

CYBENETICS

Scheme: LAMBDA PSU

Q) CYBENETICS
7

PASS
Outside Validation Scope



Aristeidis Bitziopoulos, Certification Body General Manager

General Information

Test Equipment

Electronic Loads

Chroma 63601-5 x2
Chroma 63600-2

Chroma 63640-80-80 x10
Chroma 63610-80-20

AC Sources

Chroma 6530, APM SP300VAC4000W-P, GW Instek ASR-3500

Power Analyzers

Rohde & Schwarz HMC8015 & NPA701

Oscilloscopes

Picoscope 4444, Siglent SDS2104X PLUS

Sound Analyzer

Bruel & Kjaer 2270 G4

Microphone

Bruel & Kjaer Type 4955-A

Temperature Logger

Picoscope TC-08

Tachometer UNI-T UT372
Multimeters Keysight 34465A
EMI Analyzer TekBox TBMR-110M-EU

Isolation Transformer

4kVA

UPS

FSP Champ Tower 3kVA, CyberPower OLS3000E 3kVA

Testing Methodology

Cybenetics PSU Test Protocol

DUT Information(Non-accredited measurements)

Product Identification Details

Brand Gamer Storm
Model PS650G
OEM/ODM Helly

Serial Number -

Product Specifications

Manufacturer-Provided Information

1 (Vrms) 100-240
I (Arms) 5-10
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https://www.cybenetics.com/data/Cybenetics%20PSUs%20Test%20Protocol_en.pdf?1771932027

I (Hz) 50-60

[ (W) 650
Operating Temperature (Continuous Full Load) (°C)

m SFX

1 Fully Modular
Warranty -

Cybenetics Measurements

Dimensions (W x H x D)

Weight

M 92mm Fluid Dynamic Bearing Fan (HA9220H12F-2Z)
1 X

Cybenetics Testing Information

Lab ID GA65002957

Date of receipt Aug 21, 2025

Testing Date Sep 10, 2025

Report Issued Date Sep 11, 2025

Engineer Name

Okeke Ugochukwu Onyedikachukwu

Authorized By the Laboratory Technical Manager

Aristeidis Bitziopoulos

Signature %
I11m (Non-accredited measurements)
1T
m nannng| Gauge Cable Type
ATX[I] 20+4 pin (350mm) 1 18-20AWG Tinned Copper / Copper
444 pin ATX12V (450mm+120mm) 2 18AWG Tinned Copper
6+42pin PCle[]] (450mm+120mm) 2 18AWG Tinned Copper
6+2pin PCle[T] (450mm) 1 18AWG Tinned Copper
12+4 pin PCle (450mm) (600W) 1 16-26AWG Tinned Copper
SATAQ] (300mm+120mm) / 4-pin Molex (+120mm) 2/1 18AWG CCA
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Protection Features(Manufacturer)

Over Power Protection

Over Current (+12V) Protection

Over Temperature Protection

Short Circuit Protection

Surge Protection

Inrush Current Protection

Fan Failure Protection

Imn

0 3.3V 5V 12v 5VSB -12v
1 m 20 20 54 3 0.3

0 100 648 15 3.6
11 (W) 650

Parts Description

CGeneral Data
Manufacturer (OEM) Helly Technology
PCB Type Double-Sided
Primary Side
Transient Filter 2x Y caps, 2x X caps, 2x CM chokes, 1x MOV
Inrush Protection NTC Thermistor MF73T-1 10/6 (10 Ohm @ 25°C) & Relay
Bridge Rectifier 1x
APFC MOSFETs 2x Oriental Semi OSG55R190FF (550V, 12.5A @ 100°C, Rds(on): 0.190hm)
APFC Boost Diode Global Power G3S06510A (650V, 10A @ 153.5°C)
Bulk Cap(s) Nippon Chemi-Con (420V, 470uF, 2000h @ 105°C,KMZ)
Main Switchers 2x Oriental Semi OSG55R140FF (550V, 14.5A @ 100°C, Rds(on): 0.140hm)
APFC Controller Champion CM6500UNX
Resonant Controller Champion CM6901T6X
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https://french.thermistor-sensor.com/photo/tdermistor-sensor/document/22046/MF73T-1%20High%20Power%20NTC%20Thermistor.pdf
https://www.orientalsemi.com/upload/pdf/prod/OSG55R190FF.pdf
https://www.symmetron.ru/upload/iblock/f17/56ij7d39s56j13wwth833wtn9lgq6q8l.pdf
https://www.chemi-con.co.jp/products/relatedfiles/capacitor/catalog/KMZN-e.PDF
https://www.orientalsemi.com/upload/pdf/prod/OSG55R140FF.pdf
https://www.kediman.com/attaches/2017/04/906-vempt0.pdf
http://www.aet.com.tw/pdf/CHAMPION/Specifications/IC/CM6901T6.pdf

Topology Primary side: APFC, Half-Bridge & LLC Resonant Converter
Secondary side: [12V] Synchronous Rectification & [Minor Rails] DC-DC converters
Secondary Side

+12V MOSFETs 6x Huayi HYGO09NO04LS1C2 (40V, 233A @ 100°C, Rds(on): 0.96mOhm)
5V & 3.3V DC-DC Converters: 2x KS3212T
2x KS3214T

PWM Controller(s): UPI-Semi uP3861P

Filtering Capacitors
Electrolytic:

Nippon Chemi-Con (2-5,000 @ 105°C, KZE)
3x Rubycon (4-10,000 @ 105°C, YXF)
Polymer:

13x ChengX (PC), 10x Beryl (BC))

Supervisor IC IN1S4291-SCG

Fan Model Hong Hua HA9220H12F-Z (90mm, 12V, 0.50A, Fluid Dynamic Bearing Fan)
5VSB Circuit

Rectifier Dongke DK5V60R20S (60V, 20mOhm)

Standby PWM Controller Excelliance MOS EM8569C

Test Results

Temperature & Compliance Info

nnn (°C/°F) 28-32/82.4-89.6
[0 ErP Lot3/6[0] v
M (EU) No 617/2013[[] v
ALPM (Alternative Low Power Mode) compatible v

ATX v3.1 PSU Power Excursion v

Performance Summary

115V

Accredited

a1 (>1450 load combinations) 89.834%
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http://www.hymexa.com/uploadfile/202502/35bcf8176dd0486.pdf
https://www.upi-semi.com/upisemi/products/ic/dc-dc-controller/single-buck-controller/up3861p/
https://chemi-con.com/wp-content/uploads/2021/05/KZE-Series.pdf
https://www.rubycon.co.jp/wp-content/uploads/catalog-aluminum/YXF.pdf
https://ks3-cn-beijing.ksyun.com/beryl0758/BC.pdf
https://static.chipdip.ru/lib/788/DOC042788936.pdf
https://web.excelliancemos.com/datasheet/IC/EM8569C.pdf

Average Noise Output (>1450 Load Combinations)

22.65dBA

PFIT]  (>1450 Load Combinations) 0.991
Efficiency With 10W (<500W) or 2% (>500W) Load 67.928%
1110 0.0593W
Non-Accredited

12V Ripple (Full Load) 37.36mV
5V Ripple (Full Load) 9.14mV
3.3V Ripple (Full Load) 9.77mV
5VSB Ripple (Full Load) 6.15mV
12V Load Regulation 0.24%
5V Load Regulation 0.43%
3.3V Load Regulation 0.51%
5VSB Load Regulation 2.74%
Inrush Current 19.820A

230V

Accredited

[mann (>1450 load combinations) 91.775%
Average Noise Output (>1450 Load Combinations) 23.05dBA
PFIT] (>1450 Load Combinations) 0.959
Efficiency With 10W (<500W) or 2% (>500W) Load 69.590%
[nnann 0.0873W
Non-Accredited

12V Ripple (Full Load) 33.65mV
5V Ripple (Full Load) 8.96mV
3.3V Ripple (Full Load) 9.12mV
5VSB Ripple (Full Load) 6.23mV
12V Load Regulation 0.24%
5V Load Regulation 0.43%
3.3V Load Regulation 0.54%
5VSB Load Regulation 2.72%
Inrush Current 34.600A
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12V Transient Response (200%) 11.67V
5V Transient Response (200%) 5.011V
3.3V Transient Response (200%) 3.302V
5VSB Transient Response (200%) 5.032v
Im  &PGO 17.70ms
AC Loss to PWR_OK Hold Up Time 16.00ms
PWR_OK Inactive to DC Loss Delay 1.70ms
PSU Timings: T1 (20% / 100%) 43.0ms 43.0ms
PSU Timings: T3 (20% / 100%) 118.0ms 117.0ms

12V OCP (26.7°C/ 42.0°C)

64.80A (120.00%), 12.069V

64.40A (119.26%), 12.084V

5V OCP (26.7°C / 42.0°C)

28.2A (141.00%), 5.049V

27.8A (139.00%), 5.05V

3.3V OCP (26.7°C/ 42.0°C)

28.1A (140.50%), 3.338V

28.3A (141.50%), 3.338V

5VSB OCP (26.7°C/ 42.0°C)

4.8A (160.00%), 4.979V

4.6A (153.33%), 4.978V

OPP (27.33°C/ 42.77°C)

134.91%

132.83%

(11l & PG[I]
Hold-Up Time (ms) 17.7
AC Loss to PWR_OK Hold Up Time (ms) 16
PWR_OK Inactive to DC Loss Delay (ms) 1.7
Tables
115V

Detailed Results

Average Min Limit Min Max Limit Max Result
Mains Voltage RMS: 115.07 V 115.03V 113.85V 115.13V 116.15V PASS
Mains Frequency: 60.00 Hz 59.99 Hz 59.40 Hz 60.02 Hz 60.60 Hz PASS
Mains Voltage CF: 1.417 1.415 1.340 1.419 1.490 PASS
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Mains Voltage THD: 0.15 % 0.11 % N/A 0.21 % 2.00 % PASS
Real Power: 0.059 W 0.040 W N/A 0.088 W N/A N/A
Apparent Power: 6.643 W 6.446 W N/A 6.846 W N/A N/A
Power Factor: 0.009 N/A N/A N/A N/A N/A
230V
Detailed Results
Average Min Limit Min Max Limit Max Result
Mains Voltage RMS: 231.02V 230.92V 227.70V 231.09V 232.30V PASS
Mains Frequency: 50.00 Hz 49.99 Hz 49.50 Hz 50.01 Hz 50.50 Hz PASS
Mains Voltage CF: 1.417 1.416 1.340 1.419 1.490 PASS
Mains Voltage THD: 0.17 % 0.14 % N/A 0.25 % 2.00 % PASS
Real Power: 0.087 W 0.052 W N/A 0.126 W N/A N/A
Apparent Power: 21.680 W 21.382 W N/A 21.988 W N/A N/A
Power Factor: 0.004 N/A N/A N/A N/A N/A
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115V

Gamer Storm PSG650G -115V Overall Efficiency

110w

100W

Minor Rails Combined Watts

R S L

12V Watts
W 90-92% M 85-90% & W 80-85% ~ M75-80% & 70-75% W 60-70% W -60%

ik

This graph depicts the PSU"s efficiency throughout its entire operational range. For the generation of the efficiency and noise graphs we set our loaders to auto mode through our custom-made software
before trying thousands of possible load combinations
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230V

|' Gamer Storm PSG650G -230V Overall Efficiency |

100W

9w

80w -

TOW -

60W

50W

40W

Minor Rails Combined Watts

0w

20W

10w

SR I L T T

12V Watts
& M 9z2-94% v/ W 00-92% (v W 85-90% & ¥ 80-85% o M73-80% ¥ 70-73% (¥ M 60-TO% - M <60%

il
This graph depicts the PSU"s efficiency throughout its entire operational range. For the generation of the efficiency and noise graphs we set our loaders to auto mode through our custom-made software
before trying thousands of possible load combinations
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115V

Gamer Storm PSG650G -115V Noise Output (dBA)

Minor Rails Combined Watts

L

12V Watts
M <6dBA [+ M 6-10dBA 4 M 10-15dBA & M 15-20dBA & I 20-25dBA & M 25-30dBA [¥]  30-35dBA [+ M 35-40dBA

M

The PSU's noise in its entire operational range and under 30-32 °C ambient is depicted in this graph. The X axis represents the load on the +12V rail(s) while the Y axis is the load on the minor rails
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230V

Gamer Storm PSG650G -230V Noise Output (dBA)

Miner Rails Combined Watts

R N R B I S S e

12V Watts
# M <6dBA [/ M 6-10dBA 4 M 10-15dBA [ M 15-20dBA ¥ I 20-25dBA 1 M 25-30dBA ¥ 30-35dBA ¥/ M 35-40dBA

m

The PSU"s noise in its entire operational range and under 30-32 °C ambient is depicted in this graph. The X axis represents the load on the +12V rail(s) while the Y axis is the load on the minor rails
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Conducted Emissions EN 55032 & CISPR 32
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Indicative Performance

NRERRRRN

m

The PSU' s efficiency under high ambient temperatures with 115V and 230V input. For this graph the results of the 10-110% load regulation table are used
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5Vsb[ITT]

PS650G

Switching Power Supply FF3&HiR{tR 2%

PS650G-FE
oo o sowne

DC Output 4 5
Max Output Current 8 XIS R
Max Combined Wattage & X #§

s power supply unit! SRy
: e

To be serviced by trained personnel only.
No iceable components inside. A \ XU

3 / \ XXX XXXKXKXX
WERE, R2FE [— @ R-R-XQS-PS850G-FE

BEMJING JZFS SCI-TECH CO., LTD. H1&F VRSP ER MADE IN CHINA  REISHS

This graph depicts the efficiency levels of the 5VSB rail with 115V and 230V input
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117 [0 5Vsb[I] (ErP Lot3/6 & CEC)

115V
M # 5VSB DC/AC (0) M PF/AC 1]
1 0.045A 0.231wW 62.543% 0.048
5.135V 0.302W 114.94v
2 0.09A 0.462W 75.186% 0.095
5.134V 0.615W 114.93v
3 0.55A 2.816W 82.91% 0.338
5.119Vv 3.397W 114.94v
4 1A 5.106W 82.907% 0.424
5.105V 6.159W 114.94V
5 1.5A 7.635W 82.363% 0.466
5.089V 9.27W 114.94v
6 3A 15.121wW 79.907% 0.52
5.04Vv 18.924W 114.94V
230V
M # 5VSB DC/AC (0 ) M PF/AC T]
1 0.045A 0.231wW 61.261% 0.018
5.135V 0.378W 230.04V
2 0.09A 0.462W 69.76% 0.032
5.133V 0.663W 230.04V
3 0.55A 2.816W 81.413% 0.15
5.119Vv 3.459W 230.03V
4 1A 5.106W 81.836% 0.237
5.105V 6.24W 230.03V
5 1.5A 7.635W 82.488% 0.301
5.089V 9.257W 230.03Vv
6 3A 15.124wW 80.639% 0.396
5.041V 18.755W 230.02V
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Protection Features

OCP (Normal @ 26.7°C)

12V: 64.80A (120.00%), 12.069V
5V: 28.2A (141.00%), 5.049V
3.3V: 28.1A (140.50%), 3.338V
5VSB: 4.8A (160.00%), 4.979V

OCP (Hot @ 42.0°C)

12V: 64.40A (119.26%), 12.084V
5V: 27.8A (139.00%), 5.05V
3.3V: 28.3A (141.50%), 3.338V
5VSB: 4.6A (153.33%), 4.978V

OPP (Normal @ 27.3°C)

876.90W (134.91%)

OPP (Hot @ 42.8°C)

863.40W (132.83%)

oTP

v (118°C @ Heat Sink)

SCP

12V to Earth: v
5V to Earth: v
3.3V to Earth: v
5VSB to Earth: v
-12V to Earth: v

PWR_OK

Proper Operation

UVP (Full Load @ 90V)

4

UVP (No Damage @ 80V)

v

Conducted Emissions EN55032 & CISPR 32

v

NLO v
Fan Failure Protection X
SIP Surge: MOV

Inrush: NTC & Bypass Relay
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Cybenetics - Gamer Storm PS650G - Test Report - Page 18 / 23

12v
3.590A
12.091V
8.194A
12.088Vv
13.148A
12.086V
18.113A
12.082v
22.728A
12.080V
27.308A
12.076V
31.957A
12.072V
36.608A
12.069V
41.661A
12.065V
46.450A
12.062V
51.108A
12.059V
0.116A

12.091vV

5V
1.969A
5.08V
2.955A
5.078V
3.448A
5.076V
3.942A
5.075V
4.93A
5.072v
5.919A
5.07V
6.909A
5.068V
7.898A
5.065V
8.395A
5.063V
8.892A
5.061V
9.884A
5.059Vv
11.878A

5.068V

3.3v
1.963A
3.362V
2.947A
3.36V
3.439A
3.358V
3.933A
3.357V
4.919A
3.355V
5.907A
3.353V
6.896A
3.35V
7.885A
3.348V
8.366A
3.347V
8.879A
3.345V
9.961A
3.343V
11.835A

3.354V

5VSB

0.981A

1.179A
5.089Vv
1.379A
5.078V
1.579A
5.067V
1.78A
5.056V
1.983A
5.045V
2.186A
5.033V
2.289A
5.025V
2.392A
5.017Vv
3.005A
4,992V
3.008A
4,987V
OA

5.122Vv

Supplementary Tests (For Reference)

10-110%[T1T]
115V

DC/AC (0) M am

65.006 85.979% 831

75.608

129.959 89.985% 866

144.423

194.967 91.074% 1017

214.075

260.056 91.391% 1227

284.555

325.055 91.311% 1513

355.987

389.59 91.086% 1816

427.719

454.909 90.58% 2096

502.224

519.714 90.075% 2455

576.982

585.142 89.541% 2765

653.494

649.986 88.936% 2945

730.844

714.613 88.249% 3162

809.772

101.303 83.878% 1764

120.776

(RPM)

I
8.2

8.2

13.6

18.4

25

32.2

35.2

40.1

44.3

46.5

47.5

30

(dB[A])

m (@ /m )
40.2°C
44.18°C
40.82°C
46.4°C
41.1°C
48.21°C
41.95°C
49.8°C
42.37°C
51.16°C
42.85°C
52.08°C
43.19°C
52.24°C
43.72°C
52.59°C
44.3°C
53.96°C
45.17°C
55.18°C
46.28°C
56.66°C
40.49°C
45.8°C

PF/AC [[J
0.974
114.93V
0.988
114.91V
0.989
114.9V
0.991
114.88V
0.993
114.86V
0.994
114.85V
0.995
114.83V
0.996
114.81V
0.996
114.8V
0.996
114.77V
0.997
114.76V
0.985
114.92V



CL2

CL3

CL4

The results above are not used in the certification process
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0.116A
12.091VvV
0.116A
12.089V
53.897A

12.055V

12v
3.590A
12.090V
8.196A
12.087V
13.152A
12.085V
18.116A
12.082v
22.731A
12.079V
27.309A
12.075V
31.957A
12.071V
36.608A
12.067V
41.660A
12.063V
46.447A

12.061V

19.754A
5.062V
0A
5.078V
O0A

5.072v

5V
1.969A
5.081V
2.955A
5.078V
3.449A
5.077V
3.942A
5.075V
4.93A
5.073Vv
5.918A
5.071V
6.908A
5.068V
7.896A
5.066V
8.392A
5.064V
8.889A
5.062V

OA
3.365V
19.71A
3.348V
OA

3.352v

3.3v
1.965A
3.359Vv
2.949A
3.357V
3.443A
3.355V
3.937A
3.354V
4.924A
3.352v
5.912A
3.349v
6.902A
3.347V
7.891A
3.345V
8.373A
3.343V
8.886A

3.342V

OA
5.125V
OA
5.124V
OA

5.099Vv

5VSB
0.981A
5.099Vv
1.18A
5.088V
1.379A
5.077V
1.579A
5.066V
1.781A
5.055V
1.983A
5.044Vv
2.186A
5.033Vv
2.289A
5.025Vv
2.392A
5.017V
3.005A

4,992V

101.398 83.146% 1520 25.1

121.951
67.391 77.095% 1525 253
87.414
649.759 89.868% 2772 43.9
723.018

230V
DC/AC (0 ) M 1 (RPM) I (dB[A])
65.009 87.197% 876 9.6
74.555
129.975 91.647% 877 9.6
141.822
194.992 92.772% 994 12.4
210.186
260.081 93.156% 1199 18.4
279.188
325.072 93.148% 1433 23.8
348.983
389.57 93.013% 1705 29
418.834
454.872 92.674% 2008 35.4
490.827
519.659 92.364% 2392 39.5
562.623
585.066 92.019% 2664 43.2
635.808
649.897 91.591% 2915 45.9
709.562

41.31°C
45.71°C
40.98°C
43.7°C

45.31°C

55.43°C

o (@
40.47°C
43.86°C
40.51°C
45.11°C
41.33°C
46.68°C
41.86°C
48.46°C
42.33°C
49.62°C
42.51°C
50.3°C

43.18°C
51.16°C
43.8°C

52.06°C
44.22°C
52.79°C
45.13°C

54.77°C

/M

0.985
114.92v
0.978
114.92V
0.996

114.78V

PF/AC [
0.843
230.05V
0.93
230.03V
0.957
230V
0.969
230.01V
0.975
230.03V
0.979
230.04V
0.981
230.04V
0.983
230.04V
0.985
230.03V
0.986
230.03V



110%

CL1

CL2

CL3

cL4

51.122A
12.058V
0.116A
12.091V
0.116A
12.090V
0.116A
12.089V
53.916A

12.055V

9.884A
5.06V
11.876A
5.07V
19.743A
5.065V
0A
5.078V
0A

5.071Vv

9.965A
3.342V
11.838A
3.354V
OA
3.364V
19.714A
3.348V
0A

3.351V

3.01A
4,985V
OA
5.121V
OA
5.124V
OA
5.123V
0A

5.098V

The results above are not used in the certification process

20w

40w

60w

s8ow

12v

1.229A
12.088V
2.705A
12.086V
4.180A
12.089V
5.652A
12.089V

5V
0.492A
5.083V
0.689A
5.083V
0.886A
5.082Vv
1.083A

5.081V

3.3V
0.491A
3.362V
0.687A
3.362V
0.883A
3.362V
1.08A
3.362V

5VSB
0.195A
5.129Vv
0.293A
5.124V
0.391A
5.12V
0.489A

5.115V

The results above are not used in the certification process
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714.712
783.933
101.321
118.352
101.407
119.719
67.405

85.941

649.934

702.646

DC/AC (0 )
20.004
26.997
40.002
48.823
60.002
69.55
79.964
90.739

91.17% 3095
85.61% 1618
84.705% 1401
78.431% 1548
92.498% 2724
20-80(1T1T]
115V
m 1
74.096% 535
81.931% 642
86.273% 685
88.125% 719

(RPM)

46.1

27.2

23

26.4

44.4

[III1m
<6.0

<6.0

<6.0

<6.0

(dB[A])

46.44°C
55.66°C
41.91°C
46.61°C
40.14°C
44.43°C
41.36°C
44.83°C
45.25°C

53.22°C

m (@ /m )
36.32°C
38.62°C
37.27°C
40.18°C
38.32°C
41.74°C
39.72°C
43.79°C

0.987
229.88V
0.914
229.95V
0.915
229.94V
0.869
229.95V
0.986

229.88V

PF/AC [T]
0.876
114.93V
0.95
114.93V
0.97
114.93V
0.978

114.93V



230V

m 12v 5V 3.3V 5VSB DC/AC (0 ) m 1o (RPM) OIIIm (dBIA]) m (@ /m ) PF/AC ]
20w 1.229A 0.492A 0.491A 0.195A 20.003 74.423% 554 <6.0 36°C 0.55
12.085V 5.084V 3.36V 5.128V 26.877 37.96°C 230.09V
aow 2.705A 0.689A 0.687A 0.293A 40 82.788% 653 <6.0 37.59°C 0.736
12.084V 5.083V 3.36V 5.124V 48.315 40.15°C 230.09V
60W 4.180A 0.886A 0.884A 0.391A 59.999 87.365% 687 <6.0 38.49°C 0.826
12.088V 5.082V 3.36V 5.12V 68.675 41.58°C 230.09V
sow 5.653A 1.083A 1.08A 0.489A 79.962 89.685% 719 <6.0 39.39°C 0.874
12.087V 5.082V 3.36V 5.115V 89.159 42.88°C 230.1V

The results above are not used in the certification process

(1T
115V
10% Load 26.36mV 7.80mV 6.51mV 5.40mV Pass
20% Load 23.61mV 6.84mV 5.29mV 5.81mV Pass
30% Load 26.41mV 10.30mV 9.56mV 5.81mV Pass
40% Load 27.07mV 7.29mV 6.05mV 6.47mV Pass
50% Load 29.05mV 8.11mV 6.20mV 5.60mV Pass
60% Load 34.35mV 8.01mV 6.56mV 5.81mV Pass
70% Load 33.53mV 14.03mV 12.77mV 6.11mV Pass
80% Load 35.36mV 9.44mV 9.81mV 6.67mV Pass
90% Load 36.38mV 8.72mV 9.05mV 6.52mV Pass
100% Load 37.36mV 9.14mV 9.77mV 6.15mV Pass
110% Load 37.34mV 9.20mVv 9.94mVv 6.51mV Pass
Crossloadl 23.32mV 8.30mV 8.08mV 19.81mV Pass
Crossload2 24.98mV 9.59mV 4.48mV 19.97mV Pass
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Crossload3 24.07mV 6.43mV 9.77mV 20.79mV Pass

Crossload4 35.74mV 7.06mV 5.93mV 21.16mV Pass

The results above are not used in the certification process

230V
10% Load 24.17mV 7.86mV 6.36mV 5.60mV Pass
20% Load 23.35mV 7.45mV 5.09mV 5.55mV Pass
30% Load 25.54mV 10.51mV 9.05mV 5.86mV Pass
40% Load 27.27mV 8.72mV 6.26mV 7.59mV Pass
50% Load 28.09mV 7.75mV 6.15mV 5.91mV Pass
60% Load 29.92mV 20.81mV 27.57mV 9.73mV Pass
70% Load 30.94mV 13.52mvV 12.87mV 6.42mV Pass
80% Load 32.51mV 16.37mV 13.68mV 6.67mV Pass
90% Load 33.38mV 8.73mV 9.10mV 6.67mV Pass
100% Load 33.65mV 8.96mV 9.12mV 6.23mV Pass
110% Load 34.68mV 9.51mV 9.43mV 6.77mV Pass
Crossloadl 22.95mV 8.89mV 8.15mV 20.10mV Pass
Crossload2 22.74mV 9.28mV 4.38mV 20.43mV Pass
Crossload3 22.95mV 6.58mV 9.41mV 20.02mV Pass
Crossload4 32.54mV 6.77mV 5.64mV 20.31mV Pass

The results above are not used in the certification process
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Gamer Storm PS650G

PS650G

Switching Power Supply 73 B{t5 38
[uotimws —~ ]

Model No. &

PS650G-FE
AC Input AW

100-240Vac 10-

OC Output &

204

Top side Power specifications label
Fan PSU Inside
OO OO O Cybenetics[TT] Cybenetics [T ETAIIIT LAMBDA[TIT] SAFE
[ARRRRNRRRRRNRRRRRNNREEY] I
CYBENETICS LTD Syrou 6, Latsia, 2231, Nicosia Cyprus

DELTA| PHI|

www.cybenetics.com - info@cybenetics.com
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