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General Information

Test Equipment

Electronic Loads

Chroma 63601-5 x2
Chroma 63600-2

Chroma 63640-80-80 x10
Chroma 63610-80-20

AC Sources

Chroma 6530, APM SP300VAC4000W-P, GW Instek ASR-3500

Power Analyzers

Rohde & Schwarz HMC8015 & NPA701

Oscilloscopes

Picoscope 4444, Siglent SDS2104X PLUS

Sound Analyzer

Bruel & Kjaer 2270 G4

Microphone

Bruel & Kjaer Type 4955-A

Temperature Logger

Picoscope TC-08

Tachometer UNI-T UT372
Multimeters Keysight 34465A
EMI Analyzer TekBox TBMR-110M-EU

Isolation Transformer

4kVA

UPS

FSP Champ Tower 3kVA, CyberPower OLS3000E 3kVA

Testing Methodology

Cybenetics PSU Test Protocol

DUT Information(Non-accredited measurements)

Product Identification Details

Brand Iron Pride
Model Creator 850W
OEM/ODM Lemon ET
Serial Number -

Product Specifications

Manufacturer-Provided Information

1 (Vrms) 100-240

I (Arms) 7.5-15

I (Hz) 50-60
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https://www.cybenetics.com/data/Cybenetics%20PSUs%20Test%20Protocol_en.pdf?1771932027

1 (W) 850
Operating Temperature (Continuous Full Load) (°C) 0-50

m ATX12V

1 Fully Modular
Warranty No Info

Cybenetics Measurements

Dimensions (W x H x D)

150 x 85 x 140mm

Weight 1.22 kg (2.69 Ib)

M 120mm Fan 2000RPM (No other information)
m X

Cybenetics Testing Information

Lab ID IP85003145

Date of receipt Jan 16, 2026

Testing Date Feb 17, 2026

Report Issued Date Feb 25, 2026

111

Some protection features need adjustment.

Engineer Name

loannis Kalyviotis

Authorized By the Laboratory Technical Manager

Aristeidis Bitziopoulos

Signature %

I11m (Non-accredited measurements)
22277
m [ [nnnnn Gauge Cable Type
ATX ] 2044 pin (600mm) 1 1 16AWG Tinned Copper
444 pin EPS 12V [I] (700mm) 2 2 16AWG Tinned Copper
6+2pin PCle[]] (600mm+150mm) 3 6 16-18AWG Tinned Copper
12+4 pin PCle (600mm) (600W) 1 1 16-24AWG Tinned Copper
SATAM] (500mm+150mm+150mm+150mm) 1 4 18AWG Tinned Copper
4-pin Molex(500mm+150mm+150mm+150mm) 1 4 18AWG Tinned Copper
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Protection Features(Manufacturer)

Over Power Protection

Over Current (+12V) Protection

Over Temperature Protection

Short Circuit Protection

Surge Protection

Inrush Current Protection

Fan Failure Protection

1
0 3.3v 5V 12v 5VSB -12v
(0D 18 18 70.8 3 03
100 849.6 15 36
T (W) 850

Parts Description

General Data

Manufacturer (OEM)

Delta Electronics

PCB Type

Double-Sided

Primary Side

Transient Filter

4x Y caps, 2x X caps, 2x CM chokes, 1x MOV

Inrush Protection

2x NTC Thermistor NTC 8D-15 (8 Ohm @ 25°C) & Relay

Bridge Rectifier

2x GBU1008 (800V, 10A @ 25°C)

APFC MOSFETs

2x Wuhan Xinyuan Semiconductor CWS55R140AF (550V, 15.5A @ 100°C, Rds(on): 140mOhm)

APFC Boost Diode

Reasunos Semiconductor Technology RSS08065A (650V, 8A @ 120°C)

Bulk Cap(s)

2x Nippon Chemi-Con (400V, 390uF, 2000h @ 105°C,KMR )

Main Switchers

2x Wuhan Xinyuan Semiconductor CWS55R099BF (550V, 25A @ 100°C, Rds(on): 140mOhm)

APFC Controller

Safety-Chip Micro SC3654
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https://en.semiware.com/uploads/datasheet/NTC-1.3D-20D.pdf
https://www.whxy.com/uploads/files/20231010/CWS55R140A_DS_EN_V1.30.pdf
https://www.reasunos.com/en/web/bocupload/2025/10/24/176129865316431cx7d.pdf
https://chemi-con.com/wp-content/uploads/2021/05/KMR-Series.pdf
https://en.whxy.com/MOSFET5KT/1M7iERyEwB.html
https://datasheet4u.com/pdf/1580082/SC3654.pdf

Topology

Secondary Side
+12V MOSFETs

5V & 3.3V

Filtering Capacitors

Supervisor IC

Fan Controller / Micro Controller
Fan Model

5VSB Circuit

Rectifier

Standby PWM Controller

arm (°C/°F)
[ ErP Lot3/6[0
M (EU) No 617/2013[1]

ALPM (Alternative Low Power Mode) compatible

Accredited

a1 (>1450 load combinations)

Primary Side: APFC, Half-Bridge
Secondary Side: [12V] Synchronous Rectification & [Minor Rails] DC-DC Converters

6x Suzhou Convert Semiconductor CSNO4N1P8 (40V, 160A @ 100°C Rds(on): 1.5mOhm)

DC-DC Converters: 2x Excelliance MOS EMBO9NO3HR (30V, 35A @ 100°C, Rds(on): 9.5mOhm)
2x Excelliance MOS EMBO6NO3HR (30V, 60A @ 100°C, Rds(on): 6mOhm)
PWM Controller(s): 2x Excelliance MOS EM5301

Electrolytic:

2x Nippon Chemi-Con (2~5,000h @ 105°C, KZE )
1x Rubycon (4~10,000h @ 105°C, YX] )
Polymer:

24x Nippon Chemi-Con

NDP5201KC

Texas Instruments LM393

HongKong Prime Box Industries Limited 12025 (120mm, 12V, 0.30A, Fluid Dynamic Bearing Fan)

Dongke Semiconductor DK5V45R20 (45V, 20mOhm)

SP3622S SOP-7

Test Results

Temperature & Compliance Info

28-32/82.4-89.6
v

v

Performance Summary

115V
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http://www.convertsemi.com/en/prolist/188.html##
https://file.excelliancemos.com/datasheet/MOS/EMB09N03HR.pdf
https://file.excelliancemos.com/datasheet/MOS/EMB06N03HR.pdf
https://web.excelliancemos.com/datasheet/IC/EM5301.pdf
https://chemi-con.com/wp-content/uploads/2021/05/KZE-Series.pdf
https://www.rubycon.co.jp/wp-content/uploads/catalog-aluminum/YXJ.pdf
https://www.ti.com/lit/ds/symlink/lm393.pdf?ts=1773912197691&ref_url=https%253A%252F%252Fwww.ti.com%252Fproduct%252FLM393%252Fpart-details%252FLM393D%253Futm_source%253Dgoogle%2526utm_medium%253Dcpc%2526utm_campaign%253Dasc-null-null-asc_opn_en-cpc-storeic-google-ww_en_pur%2526utm_content%253DDevice%2526ds_k%253DLM393D%2526DCM%253Dyes%2526gclsrc%253Daw.ds%2526gad_source%253D1%2526gad_campaignid%253D8178396718%2526gbraid%253D0AAAAAC068F2Ao6-qpiF2KCCNappmN0g2Z%2526gclid%253DEAIaIQobChMIucq75tGrkwMVvpSDBx0fnACbEAAYASAAEgJs0PD_BwE
https://osscs.industrystock.com/398973/a69133813c09474d4ae79c1db35b2c90.pdf

Average Noise Output (>1450 Load Combinations)

29.82dBA

PFIT]  (>1450 Load Combinations) 0.987
Efficiency With 10W (<500W) or 2% (>500W) Load 73.566%
1110 0.0517W
Non-Accredited

12V Ripple (Full Load) 56.87mV
5V Ripple (Full Load) 25.29mV
3.3V Ripple (Full Load) 26.58mV
5VSB Ripple (Full Load) 17.50mV
12V Load Regulation 0.88%
5V Load Regulation 2.85%
3.3V Load Regulation 4.81%
5VSB Load Regulation 6.58%
Inrush Current 11.220A

230V

Accredited

[mann (>1450 load combinations) 91.103%
Average Noise Output (>1450 Load Combinations) 29.59dBA
PFIT] (>1450 Load Combinations) 0.949
Efficiency With 10W (<500W) or 2% (>500W) Load 73.872%
nnnni| 0.1708W
Non-Accredited

12V Ripple (Full Load) 57.86mV
5V Ripple (Full Load) 19.32mV
3.3V Ripple (Full Load) 20.09mV
5VSB Ripple (Full Load) 14.29mV
12V Load Regulation 0.87%
5V Load Regulation 2.95%
3.3V Load Regulation 4.97%
5VSB Load Regulation 6.74%
Inrush Current 23.690A
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12V Transient Response (200%) 11.51V
5V Transient Response (200%) 4.885V
3.3V Transient Response (200%) 3.139Vv
5VSB Transient Response (200%) 4.907V
[mann & PG 19.90ms
AC Loss to PWR_OK Hold Up Time 16.00ms
PWR_OK Inactive to DC Loss Delay 3.90ms
PSU Timings: T1 (20% / 100%) 30.0ms 29.0ms
PSU Timings: T3 (20% / 100%) 119.0ms 119.0ms

12V OCP (29.2°C/ 45.3°C)

106.00A (149.72%), 12.027V

91.20A (128.81%), 12.033V

5V OCP (29.2°C/ 45.3°C)

20.1A (111.67%), 4.997V

19.3A (107.22%), 4.981V

3.3V OCP (29.2°C/ 45.3°C)

27.4A (152.22%), 3.242V

26.4A (146.67%), 3.233V

5VSB OCP (29.2°C/ 45.3°C)

4.2A (140.00%), 4.751V *Voltage Drop (4.688V@5.1A)

4.9A (163.33%), 4.751V *Voltage Drop (4.729V@5.2A)

OPP (28.45°C / 45.18°C) 149.72% 128.25%
M0  &PGO
Hold-Up Time (ms) 19.9
AC Loss to PWR_OK Hold Up Time (ms) 16
PWR_OK Inactive to DC Loss Delay (ms) 3.9
Tables
115V
Detailed Results
Average Min Limit Min Max Limit Max Result
Mains Voltage RMS: 115.08 V 115.03 V 113.85V 115.14V 116.15V PASS
Mains Frequency: 60.00 Hz 59.94 Hz 59.40 Hz 60.01 Hz 60.60 Hz PASS
Mains Voltage CF: 1.416 1.415 1.340 1.416 1.490 PASS
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Mains Voltage THD: 0.13 % 0.11 % N/A 0.15 % 2.00 % PASS
Real Power: 0.052 W -0.004 W N/A 0.091 W N/A N/A
Apparent Power: 6.850 W 6.829 W N/A 6.872 W N/A N/A
Power Factor: 0.009 N/A N/A N/A N/A N/A
230V
Detailed Results
Average Min Limit Min Max Limit Max Result
Mains Voltage RMS: 230.07 V 230.04 V 227.70V 230.12V 232.30V PASS
Mains Frequency: 50.00 Hz 50.00 Hz 49.50 Hz 50.00 Hz 50.50 Hz PASS
Mains Voltage CF: 1.415 1.415 1.340 1.416 1.490 PASS
Mains Voltage THD: 0.14 % 0.13 % N/A 0.16 % 2.00 % PASS
Real Power: 0.171 W 0.123 W N/A 0.226 W N/A N/A
Apparent Power: 21.930 W 21.877 W N/A 21.975 W N/A N/A
Power Factor: 0.009 N/A N/A N/A N/A N/A
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115V

Iron Pride Creator 850W -115V Overall Efficiency

Minor Rails Combined Watts

S T

12V Watts
W <60% ~ M60-7T0% 4 70-75% W 75-80% W 80-85% & M 85-90% & M 90-92%

ik

This graph depicts the PSU"s efficiency throughout its entire operational range. For the generation of the efficiency and noise graphs we set our loaders to auto mode through our custom-made software
before trying thousands of possible load combinations
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230V

: Iron Pride Creator 850W -230V Overall Efﬁciency:

Miner Rails Combined Watts

e

12V Watts
M <60% -~ M60-T0% & 70-75% [/ M75-80% (¥ 70 80-85% & M 85-90% 4 MO0-92% [N 92-94%

m
This graph depicts the PSU"s efficiency throughout its entire operational range. For the generation of the efficiency and noise graphs we set our loaders to auto mode through our custom-made software

before trying thousands of possible load combinations
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115V

Iron Pride Creator 850W -115V Noise Output (dBA)

Minor Rails Combined Watts

S

12V Watts
& W 15-20dBA & I 20-25dBA W 25-30dBA 30-35dBA N 35-40dBA

ik

The PSU’s noise in its entire operational range and under 30-32 °C ambient is depicted in this graph. The X axis represents the load on the +12V rail(s) while the Y axis is the load on the minor rails
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230V

Iron Pride Creator 850W -230V Noise Output (dBA)

Miner Rails Combined Watts

S

12V Watts
& W 15-20dBA ] I 20-25dBA W 25-30dBA 30-35dBA W 35-40dBA

m

The PSU’s noise in its entire operational range and under 30-32 °C ambient is depicted in this graph. The X axis represents the load on the +12V rail(s) while the Y axis is the load on the minor rails
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Conducted Emissions EN 55032 & CISPR 32

Iron Pride Creator 1000W (IP10003144) Neutral

110.0

96.2

82.5

DEEE—

—Limit QP
—Limit AVG
——— Trace CAV

Trace QP

level in [dBuV]

—

150 k 1.00 M

Frequency

NEUTRAL
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10.00 M

30.00 M

level in [dBuV]

110.0

96.2

82.5

68.8

55.0

41.2

27.5

13.8

Iron Pride Creator 1000W (IP10003144) Phase
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Trace CAV
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Indicative Performance

NRERRRRN

Efficiency: Iron Pride Creator 850W
Ambient: 36°C - 47°C(96.8°F - 116.6°F)
95 %

93%
91%
89 %
87 %
85 %
83%
81%
79%

77%

75%

73 % T T T T T T T T T T
o 2 3 e Z S 6 = &, % A
2 ‘b% Cb@ Gb/@ Cb‘b Cb@ %% 004& 0‘& o@ 00@
e==]]15V =230V ——(EU)No 617/2013

m

The PSU' s efficiency under high ambient temperatures with 115V and 230V input. For this graph the results of the 10-110% load regulation table are used
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5Vsb[ITT]

5VSB Efficiency: Iron Pride Creator 850W
Ambient: 25°C - 30°C (77°F - 86°F)
88%

84 %

80 %

76 %

72 %

68 %

64 %

60 %

56 %

52%

48% I T T I I I

O %y %y 0 Ty Sy S 2y %y % zo@e\,@z(,@@@@@g@«g@

—]15V =—230V

This graph depicts the efficiency levels of the 5VSB rail with 115V and 230V input
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117 [0 5Vsb[I] (ErP Lot3/6 & CEC)

115V
M # 5VSB DC/AC (0) M PF/AC 1]
1 0.045A 0.229W 69.145% 0.05
5.095Vv 0.332wW 115.09v
2 0.09A 0.458W 76.87% 0.088
5.092v 0.597W 115.09v
3 0.55A 2.785W 84.417% 0.315
5.063V 3.299W 115.09vV
4 1A 5.035W 84.137% 0.396
5.035Vv 5.984W 115.09V
5 1.5A 7.505W 83.453% 0.433
5.003V 8.993W 115.09v
6 3A 14.717W 79.864% 0.492
4.905V 18.427W 115.08V
230V
M # 5VSB DC/AC (0 ) M PF/AC T]
1 0.045A 0.229wW 51.757% 0.021
5.096V 0.445W 230.28V
2 0.09A 0.459W 64.302% 0.033
5.093Vv 0.714W 230.28V
3 0.55A 2.785W 80.878% 0.144
5.063V 3.442W 230.28V
4 1A 5.035W 82.764% 0.221
5.034Vv 6.084W 230.28V
5 1.5A 7.503W 82.929% 0.279
5.002V 9.047W 230.28V
6 3.001A 14.706W 81.802% 0.363
4,901V 17.978W 230.28V
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Protection Features

OCP (Normal @ 29.2°C)

12V: 106.00A (149.72%), 12.027V

5V: 20.1A (111.67%), 4.997V

3.3V: 27.4A (152.22%), 3.242V

5VSB: 4.2A (140.00%), 4.751V *Voltage Drop (4.688V@5.1A)

OCP (Hot @ 45.3°C)

12V: 91.20A (128.81%), 12.033V

5V: 19.3A (107.22%), 4.981V

3.3V: 26.4A (146.67%), 3.233V

5VSB: 4.9A (163.33%), 4.751V *Voltage Drop (4.729V@5.2A)

OPP (Normal @ 28.4°C)

1272.66W (149.72%)

OPP (Hot @ 45.2°C)

1090.11W (128.25%)

oTP

v (154°C @ 12V Heatsink)

SCP

12V to Earth: v
5V to Earth: v
3.3V to Earth: v
5VSB to Earth: v
-12V to Earth: v

PWR_OK

Proper Operation

UVP (Full Load @ 90V)

4

UVP (No Damage @ 80V)

v

Conducted Emissions EN55032 & CISPR 32

v

NLO v
Fan Failure Protection X
SIP Surge: MOV

Inrush: NTC & Bypass Relay
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12v
5.262A
12.047V
11.544A
12.045Vv
18.191A
12.033V
24.857A
12.022v
31.167A
12.012v
37.463A
12.001VvV
43.834A
11.991V
50.222A
11.980V
57.032A
11.966V
63.579A
11.955V
70.002A
11.944vV
0.116A

12.057v

5V
1.972A
5.07V
2.967A
5.056V
3.47A
5.044V
3.976A
5.031V
4.985A
5.016V
5.999A
5.002V
7.019A
4.987V
8.043A
4.973V
8.568A
4.96V
9.1A
4.944v
10.148A
4.927V
11.992A

5.02v

3.3v
1.976A
3.341V
2.977A
3.325V
3.488A
3.312v
4.002A
3.298V
5.027A
3.282V
6.062A
3.267V
7.108A
3.25V
8.163A
3.234V
8.697A
3.219Vv
9.272A
3.203Vv
10.457A
3.184V
12.059A

3.292v

5VSB
0.992A
5.042V
1.196A
5.017Vv
1.402A
4,992V
1.611A
4.967V
1.822A
4.94V
2A
4,915V
2.252A
4.885V
2.365A
4.864V
2.478A
4.843V
3.134A
4.786V
3.146A
4.769V
OA

5.078V

Supplementary Tests (For Reference)

DC/AC (0 )
85.004
97.39
169.943
188.738
254.95
279.158
340.043
371.575
424.871
466.097
509.234
562.153
594.716
661.822
679.534
762.957
764.946
866.811
849.742
973.007
934.32
1083.618
101.295
127.534

10-110%[T1T]
115V
M 1
87.277% 831
90.041% 834
91.331% 838
91.513% 840
91.155% 844
90.587% 1209
89.861% 1579
89.066% 1880
88.248% 1969
87.331% 1968
86.224% 1970
79.43% 832

(RPM)

I
17.6

17.7

17.7

17.6

18.1

27.9

36.6

40

17.6

(dB[A])

m (@ /m )
40.49°C
44.62°C
40.54°C
46.93°C
41.45°C
50.25°C
41.99°C
53.28°C
42.38°C
56.54°C
42.84°C
59.6°C
43.37°C
60.03°C
43.72°C
60.11°C
44.91°C
63.05°C
45.99°C
67.47°C
46.81°C
73.34°C
40.52°C
50.43°C

PF/AC [[J
0.979
115.07V
0.988
115.04V
0.98
115V
0.982
114.97V
0.987
114.94V
0.99
114.91V
0.992
114.88V
0.993
114.84V
0.994
114.81V
0.995
114.78V
0.995
114.75V
0.985
115.06V



CL2

CL3

CL4

The results above are not used in the certification process
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0.116A
12.061V
0.116A
12.054V
71.093A

11.950V

12v
5.262A
12.049V
11.542A
12.045Vv
18.189A
12.034V
24.854A
12.023v
31.163A
12.012v
37.459A
12.002v
43.831A
11.991V
50.217A
11.981V
57.020A
11.968V
63.574A

11.956V

18.001A
5V

0A

5.05V
O0A

4.984V

5V
1.972A
5.071Vv
2.966A
5.058V
3.468A
5.046V
3.975A
5.033Vv
4.983A
5.017Vv
5.998A
5.003Vv
7.017A
4.989V
8.04A
4.975V
8.568A
4.96V
9.102A

4.944V

OA
3.319v
18.067A
3.287V
OA

3.242V

3.3v
1.976A
3.339Vv
2.977A
3.325V
3.487A
3.312v
4.003A
3.297V
5.029A
3.281V
6.065A
3.265V
7.11A
3.249V
8.163A
3.233Vv
8.702A
3.217V
9.28A

3.2V

OA
5.09V
OA
5.086V
0.001A

5.005V

5VSB
0.992A
5.041V
1.196A
5.016V
1.403A
4,991V
1.611A
4.965V
1.823A
4,938V
2A
4.912v
2.253A
4.883V
2.366A
4.861V
2.48A
4.839V
3.138A

4.78V

91.391
118.103
60.789
82.888
849.49

960.549

DC/AC (] )
85
96.083
169.934
185.835
254.94
274.646
340.031
365.055
424.841
457.065
509.196
549.863
594.681
645.382
679.505
741.529
764.929
839.809
849.745
938.869

77.384%

73.342%

88.438%

m
88.464%

91.44%

92.827%

93.148%

92.95%

92.603%

92.144%

91.636%

91.085%

90.509%

823

827

1978

230V

arm
827

830

833

836

839

1136

1425

1764

1961

1960

(RPM)

16.5

16.8

I
16.8

17.5

17.7

17.8

17.7

26.1

32.6

37.9

(dBLA])

40.27°C
47.88°C
41.31°C
46.48°C
45.99°C

66.11°C

o (@
40.13°C
43.26°C
40.64°C
43.6°C
41.17°C
45.87°C
41.77°C
48.2°C
42.18°C
50.18°C
42.79°C
51°C
43.11°C
50.66°C
43.51°C
51.17°C
44.35°C
53.67°C
45.7°C

55.24°C

/M

0.986
115.07V
0.976
115.08V
0.995

114.79V

PF/AC [
0.874
230.29V
0.902
230.27V
0.926
230.25V
0.948
230.24V
0.962
230.22V
0.971
230.2V
0.979
230.19V
0.982
230.17V
0.985
230.16V
0.988

230.14V



110%

CL1

CL2

CL3

cL4

69.986A
11.946V
0.116A
12.058V
0.115A
12.061V
0.116A
12.054V
71.103A

11.948V

10.142A
4.929V
11.991A
5.02V
17.999A
5V

0A
5.046V
0A

4.981V

10.458A
3.184V
12.063A
3.29V
OA
3.318V
18.08A
3.285V
0A

3.239V

3.147A
4.766V
OA
5.077V
OA
5.089V
OA
5.085V
0.001A

5.003V

The results above are not used in the certification process

20w

40w

60w

s8ow

12v

1.232A
12.060V
2.712A
12.055V
4.194A
12.051V
5.670A

12.047V

5V
0.492A
5.085V
0.689A
5.082V
0.886A
5.079v
1.084A

5.075V

3.3V
0.492A
3.357V
0.689A
3.354V
0.887A
3.35V
1.085A

3.345V

5VSB
0.196A
5.101V
0.295A
5.092v
0.393A
5.084V
0.493A

5.075V

The results above are not used in the certification process

934.255
1038.288
101.29
125.085
91.39
116.233
60.789
81.707
849.502

928.565

DC/AC (0 )
20.007
26.651
40.003
48.359
60.001
69.994
79.946
91.601
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89.98% 1969
80.984% 827
78.628% 821
74.396% 824
91.486% 1966
20-80(1T1T]
115V
m 1
75.076% 820
82.722% 823
85.722% 825
87.274% 829

(RPM)

16.8

16.4

16.6

[T
16.4

16.5

16.6

17.4

(dB[A])

46.43°C
58.62°C
40.92°C
47.95°C
41.86°C
46.4°C

41.87°C
46.37°C
45.83°C

55.78°C

m (@ /m )
36.66°C
39.41°C
37.31°C
39.31°C
38.24°C
41.39°C
39.48°C
43.1°C

0.989
230.12V
0.898
230.27V
0.891
230.27V
0.855
230.27V
0.988

230.13V

PF/AC [T]
0.886
115.1vV
0.953
115.09V
0.972
115.08V
0.975

115.08V



230V

m 12v 5V 3.3V 5VSB DC/AC (0 ) m 1o (RPM) OIIIm (dBIA]) m (@ /m ) PF/AC ]
20w 1.230A 0.491A 0.491A 0.196A 19.99 75.879% 814 16.1 36.01°C 0.613
12.060V 5.09V 3.359V 5.102V 26.345 37.18°C 230.33V
aow 2.710A 0.688A 0.689A 0.294A 39.992 83.4% 821 16.4 37.62°C 0.761
12.057V 5.085V 3.353V 5.093V 47.949 38.44°C 230.31V
60W 4.192A 0.886A 0.886A 0.393A 59.993 86.702% 823 16.5 38.85°C 0.832
12.052V 5.081V 3.35V 5.084V 69.196 39.54°C 230.3V
sow 5.669A 1.083A 1.085A 0.493A 79.93 88.632% 826 16.7 39.23°C 0.867
12.048V 5.077V 3.345V 5.075V 90.188 43.14°C 230.29V

The results above are not used in the certification process

(1T
115V
10% Load 26.86mV 11.74mV 12.25mV 8.52mV Pass
20% Load 44.96mV 11.95mV 11.89mV 8.77mV Pass
30% Load 37.28mV 12.26mV 11.79mV 9.29mV Pass
40% Load 38.51mV 12.37mV 12.41mV 10.27mV Pass
50% Load 41.04mV 13.24mV 12.56mV 11.62mV Pass
60% Load 43.26mV 13.70mV 13.55mV 12.85mV Pass
70% Load 46.19mV 15.41mV 15.05mV 13.83mV Pass
80% Load 47.90mV 17.10mV 17.37mV 15.02mV Pass
90% Load 50.22mV 17.83mV 18.46mV 15.69mV Pass
100% Load 56.87mV 25.29mV 26.58mV 17.50mV Pass
110% Load 57.79mV 25.61mV 26.47mV 17.19mV Pass
Crossloadl 45.78mV 17.26mV 15.57mV 10.07mV Pass
Crossload2 39.34mV 13.29mV 16.24mV 10.22mV Pass
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Crossload3 52.07mV 14.11mV 19.08mV 10.27mV Pass

Crossload4 50.16mV 14.42mV 16.65mV 16.41mV Pass

The results above are not used in the certification process

230V
10% Load 28.10mV 12.72mV 12.62mV 8.93mV Pass
20% Load 56.61mV 12.72mV 12.00mV 8.72mV Pass
30% Load 44.24mV 13.09mV 12.56mV 8.98mV Pass
40% Load 43.36mV 13.81mV 13.65mV 9.76mV Pass
50% Load 44.18mV 14.27mV 14.12mV 11.00mV Pass
60% Load 45.94mV 15.20mV 16.19mV 11.56mV Pass
70% Load 48.31mV 16.59mV 15.31mV 12.59mV Pass
80% Load 50.58mV 18.08mV 19.81mV 13.94mV Pass
90% Load 53.05mV 19.52mV 19.34mV 14.25mV Pass
100% Load 57.86mV 19.32mV 20.09mV 14.29mV Pass
110% Load 62.31mV 19.83mV 21.70mV 15.73mV Pass
Crossloadl 43.54mV 17.82mV 17.45mV 9.52mV Pass
Crossload2 42.28mV 14.27mV 17.01mV 10.37mV Pass
Crossload3 52.69mV 16.59mV 20.12mV 10.94mV Pass
Crossload4 52.85mV 14.97mV 16.84mV 15.28mV Pass

The results above are not used in the certification process
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Top side

T

CYBENETICS LTD Syrou 6, Latsia, 2231, Nicosia Cyprus

Iron Pride Creator 850W

FXHIRERE SMPS

GX 850W £HE: #54H
GX 850W Full Voltage Modular
HE 8% &g
Voltage Current Frequency

100-240VAC| 15-7.5A 50-60Hz
BiREd

DC
Output

BaEa
Rated
output
power

PSU Internals

Power specifications label

Cybenetics[TT] Cybenetics QT ETAOTIT LAMBDAIIT] SAFE
T DELTATIIIT PHIIIIIIIIT

www.cybenetics.com - info@cybenetics.com
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